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125.369 Alternate airport weather mini-
mums.

125.371 Continuing flight in unsafe condi-
tions.

125.373 Original flight release or amend-
ment of flight release.

125.375 Fuel supply: Nonturbine and turbo-
propeller-powered airplanes.

125.377 Fuel supply: Turbine-engine-powered
airplanes other than turbopropeller.

125.379 Landing weather minimums: IFR.
125.381 Takeoff and landing weather mini-

mums: IFR.
125.383 Load manifest.

Subpart L—Records and Reports

125.401 Crewmember record.
125.403 Flight release form.
125.405 Disposition of load manifest, flight

release, and flight plans.
125.407 Maintenance log: Airplanes.
125.409 Reports of defects or unairworthy

conditions.
125.410 Service difficulty reports (struc-

tural).
125.411 Airworthiness release or mainte-

nance record entry.
APPENDIX A TO PART 125—ADDITIONAL EMER-

GENCY EQUIPMENT

APPENDIX B TO PART 125—CRITERIA FOR DEM-
ONSTRATION OF EMERGENCY EVACUATION
PROCEDURES UNDER § 125.189

APPENDIX C TO PART 125—ICE PROTECTION

APPENDIX D TO PART 125—AIRPLANE FLIGHT
RECORDER SPECIFICATION

APPENDIX E TO PART 125—AIRPLANE FLIGHT
RECORDER SPECIFICATIONS

AUTHORITY: 49 U.S.C. 106(g), 40113, 44701–
44702, 44705, 44710–44711, 44713, 44716–44717,
44722.

SOURCE: Docket No. 19779, 45 FR 67235, Oct.
9, 1980, unless otherwise noted.

SPECIAL FEDERAL AVIATION REGULATION
NO. 38–2

EDITORIAL NOTE: For the text of SFAR No.
38–2, see part 121 of this chapter.

Subpart A—General

§ 125.1 Applicability.
(a) Except as provided in paragraphs

(b), (c) and (d) of this section, this part
prescribes rules governing the oper-
ations of U.S.-registered civil airplanes
which have a seating configuration of
20 or more passengers or a maximum
payload capacity of 6,000 pounds or
more when common carriage is not in-
volved.

(b) The rules of this part do not apply
to the operations of airplanes specified
in paragraph (a) of this section, when—

(1) They are required to be operated
under part 121, 129, 135, or 137 of this
chapter;

(2) They have been issued restricted,
limited, or provisional airworthiness
certificates, special flight permits, or
experimental certificates;

(3) They are being operated by a part
125 certificate holder without carrying
passengers or cargo under part 91 for
training, ferrying, positioning, or
maintenance purposes;

(4) They are being operated under
part 91 by an operator certificated to
operate those airplanes under the rules
of parts 121, 135, or 137 of this chapter,
they are being operated under the ap-
plicable rules of part 121 or part 135 of
this chapter by an applicant for a cer-
tificate under part 119 of this chapter
or they are being operated by a foreign
air carrier or a foreign person engaged
in common carriage solely outside the
United States under part 91 of this
chapter; or

(5) They are being operated under a
deviation authority issued under § 125.3
of this chapter.

(c) The rules of this part, except
§ 125.247, do not apply to the operation
of airplanes specified in paragraph (a)
when they are operated outside the
United States by a person who is not a
citizen of the United States.

(d) The provisions of this part apply
to each person on board an aircraft
being operated under this part, unless
otherwise specified.

[Doc. No. 19779, 45 FR 67235, Oct. 9, 1980, as
amended by Amdt. 125–4, 47 FR 44719, Oct. 12,
1982; Amdt. 125–5, 49 FR 34816, Sept. 4, 1984;
Amdt. 125–6, 51 FR 873, Jan. 8, 1986; Amdt.
125–9, 52 FR 20028, May 28, 1987; Amdt. 121–251,
60 FR 65937, Dec. 20, 1995; Amdt. 125–31, 64 FR
1080, Jan. 7, 1999]

§ 125.3 Deviation authority.

(a) The Administrator may, upon
consideration of the circumstances of a
particular operation, issue deviation
authority providing relief from speci-
fied sections of part 125. This deviation
authority will be issued as a Letter of
Deviation Authority.
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